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In this paper an investigation on the performance of a commercial Proton Exchange
Membrane (PEM) fuel cell, installed at the laboratory of the University of Bologna, is carried
out, taking into account the anodic exhaust management and its effects on the flooding
phenomenon.
To address the problem of flooding, it is necessary to run periodically the purge process
of the Fuel Fell (FC). Indeed, in this study the periodic anodic purge process in dead-end
mode has been investigated. This operation is performed by opening a particular control
valve, the Outlet Purge Valve (OPV), located along the anodic exhaust line.
The purge process has been analyzed at different FC power output levels. For each FC
power level the optimized behavior of the FC operation was found, by regulating the time
of flooding.
The aim of this analysis is to optimize the purge process to reduce the amount of
hydrogen discharged with water, in order to increase the FC efficiency. An investigation on
the benefits in terms of fuel utilization factor and costs, resulting from optimization of the
FC purge process, is shown in the paper.
Copyright ª 2012, Hydrogen Energy Publications, LLC. Published by Elsevier Ltd. All rights
reserved.1. Introduction problems are avoided at the point of operation of FC systems.Hydrogen and Fuel Cell (FC) technologies offer a pathway to
enable the use of clean energy systems to reduce emissions,
improve energy efficiency and stimulate the global economy
[1,2]. Many studies on conventional combustion-based energy
system show that improvements could be still achieved on the
efficiency side, but with enormous efforts in terms of plant
complexity (see for example a couple of our studies [3e7]) and
still with CO2 and other pollutants production. FCs have
several benefits over conventional combustion-based tech-
nologies currently used in many power plants. Greenhouse
gases and air pollutants responsible of smog and health8; fax: þ39 051 2093313.
.it (A. De Pascale).
2012, Hydrogen Energy P
47On a life-cycle basis, if pure H2 is used as a fuel, FCs emit only
heat and water as byproducts [2].
Among FC technologies, Proton Exchange Membrane (PEM)
FCs gained increasing attention especially for the large char-
acteristic power density, low operating temperature but still
with CHP potential (for example for residential applications
[8,9]), and safe operation. Significant effort is being made
towards producing PEM systems able to achieve the optimum
balance of cost, efficiency, reliability and durability.
The short lifetime of PEM-FCs is a barrier to the deploy-
ment and commercialization of this power generation system.
FC lifetime requirements vary significantly, ranging from 3000ublications, LLC. Published by Elsevier Ltd. All rights reserved.
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Fig. 1 e Experimental test bench.
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operating hours for stationary applications [10e12]. Quantify
the long-termperformance and durability of an FC is currently
still difficult. Indeed, all the mechanisms of FC components
deterioration, affecting FC performance degradation, are not
yet fully understood. The rate of degradation of the stack
voltage is taken as a parameter indicative of the health status
of an FC. Generally the range of voltage reduction rate is of
1e20 [mV/h] [11,12].
A phenomenon which particularly affects the longevity of
a PEM-FC is the quality of water management. Inadequate
water content, either globally within the stack or locally at
certain locations within the unit cell, results in reduced
conductivity in the membrane [13] and in any ions present in
the catalyst layer. This results in increased ohmic losses and
in a drop in cell voltage [10,12]. A balance must be realized
between reactants (hydrogen and oxygen) delivery and water
supply and removal [14]. St-Pierre et al. [15] showed that the
life and longevity of an FC is strongly affected by the quality of
water management in the PEM-FC. The management of water
is critical for optimizing performance of a PEM-FC stack. In
fact propermanagement of water within the cell ensures high
efficiency, maintaining power density and stable operating
conditions in the face of long periods of operation [16]. To this
aim, it is necessary, on one hand, to keep the membrane
humidified to have a high proton conductivity which is
proportional to water content. On the other hand, an exces-
sive accumulation of water (flooding) may negatively impact
on the performance and lifetime of fuel cell.
In this paper an investigation on the flooding phenomenon
of a commercial PEM-FC is carried out and a modification on
the internal water management is implemented. The effects
on FC performance are also analyzed. The investigation is
based on the application and development of an experimental
test bench.2. The experimental test bench
The experimental test bench consists in a microgrid con-
necting several power sources and comprising in particular an
FC system, designed to operate in island mode, but also con-
nected to the external electric network (Fig. 1). The microgrid
has been developed at the laboratory of the University of
Bologna, as described more in detail in previous works by the
authors [17e20]. Basically, this integrated energy system
accommodates the following components:
 a PEM-FC stack, connected to a dedicated inverter;
 an electrochemical energy storage system (batteries) with
a bidirectional inverter;
 a connection to external power sources;
 a load emulator subsystem;
 an electric board connecting the power sources inverters to
the load emulator.
Fig. 1 shows the schematics of the electric microgrid
where, in each branch, measuring sensors (indicated with S)
and switch contactors allowing the opening or closing of
branches, are installed.The FC analyzed (Fig. 2), is a commercial H2 fueled PEM-FC,
rated for 4.5 kW of electric AC power, designed to operate at
low temperatures (nearly 60 C) at full load. The FC stack
(Fig. 2b) is capable to provide 1e5 kW in DC, at voltage in the
range 50e68 V and current intensity variable in the range
10e118 A [19].
In particular, Fig. 3 presents: (i) the supply circuits of fuel
(in red); (ii) the air line (in light blue); (iii) the FC cooling system
(in dark blue); and (iv) the stack and electric auxiliaries (in
black). The FC cooling system comprises a tank of deminer-
alized water, a pump (P), a heat exchanger (HX), where heat is
transferred to an external CHP utilization circuit. In order to
start-up the FC, a by-pass of the tank and a deviating valve DV
is also positioned in the cooling circuit.
In the H2 line, at the anode outlet side, the Outlet Purge
Valve (OPV) is used, a valve operating in dead-end mode, i.e.
accomplishing a periodic purging of the water (FC reaction
product migrating in the anode compartment) and of the
accumulating impurities.
The test bench is also endowed with a data acquisition
system and the used sensors for current, voltage, temperature
and mass flow rate are listed in Table 1. A real-time micro-
controller, namely a National Instrument CompactRIO
system [20,21], is used to acquire signals from sensors and to
control the main input variables of the FC system and of the
test bench (FC power set point, circuit breakers status). In
order to simulate the external loads of different kind of users,
a dedicated National Instrument control board is employed to
generate different load scenarios.3. The flooding phenomenon
Flooding is the accumulation of excess water which can occur
at both the cathode and the anode side of the membrane [12].
Fig. 2 e View of the FC system (a) and components (b).
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and voltage can be significantly diminished by the electrodes
flooding phenomenon. The flooding phenomenon, whether it
occurs in both electrodes or only in one, leads to a sudden
increase of concentration losses (Fig. 4). Indeed, water blocks
the pores of the gas diffusion layers and it prevents the
reagents to reach the catalysts, causing a sudden voltage drop
[11]. An excess of water promotes the corrosion of the elec-
trodes, of the catalyst layers, of the bipolar plates and of the
membrane [22]. Then, the impurities can be deposited on the
catalysts. Hence, dissolved catalyst particles and the impuri-
ties can also be transported in the membrane replacing Hþ
ions. Consequently, ohmic losses increase, the electrodesFig. 3 e The FC syperformances decrease and the conductivity is reduced over
the time, leading to FC failure [11,15].
Although the flooding at the anode occurs less frequently
than the cathode [12,23], it is the most hazardous for the
correct functionality of the cell. In fact it is able to cause the
failure of the fuel necessary for the realization of electro-
chemical reactions and causes corrosion of the catalyst layer.
The flooding at the anode side is favored by:
 low hydrogen flow rates and by low current densities (0.2 A/
cm2), while high current densities will generates most
intense electro-osmotic forces able to reduce the amount of
water at the anode [22];stem layout.
Table 1 e Measuring sensors.
Sensor Type Accuracy
S1, S2, S3 LEM LV25-P voltage
transducers
1.6% of reading (rdg)
S4, S5, S6, S7 LEM LA100-P current
transducers
0.45% of rdg
S8 LEM LA200-P current
transducer
0.40% of full scale
S9 Bronkhorst thermal
H2 flow meter
0.8% of rdg plus 0.2%
of full scale
S10 K-series thermocouple 1 C
S11 J-series thermocouple 1 C
S12 McMillan Turbine
water flow sensor
0.50% of rdg
S13 GL gx Turbine air
flow meter
0.5% (linearity)
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sation in the anode channels. Ge et al. [24] confirm that at
the anode inlet, the proton flux is high and a strong electro-
osmotic force drags the water molecules from the anode to
the cathode, resulting in low water content. At the anode
outlet, the current density is lower, hence the water content
is higher;
 liquid water injected for cooling and humidification with
conditions of low temperatures [24];
 water back-diffusion phenomenon, i.e. the diffusion of
water from cathode to anode promoted by a low hydration
state of the fuel gas stream [24,25].
Even in the absence of impurities, the prolonged exposure
of the membrane-electrode assembly (MEA) to a high amount
of water can cause a permanent FC performance loss linked to
the degradation of materials.
To remove excess water and impurities inside the FC, it is
necessary to operate a periodic purging.4. The purge process analysis
The purge process has a fundamental role on the stability of
the power supplied by the FC. Mokmeli et al. [16] showed thatTime
Impurity Concentration
Voltage Loss
V
o
l
t
a
g
e
l
o
s
s
,
C
o
n
c
e
n
t
r
a
t
i
o
n
Fig. 4 e FC impurities concentration (continuous line) and
FC stack voltage (dotted line) in absence of purge [9].the amount and the concentration of impurities in the FC
increaseswith time in absence of purge. Due to this increasing
accumulation of impurities, the stack is characterized by loss
of voltage increasing over time (Fig. 4).
For this reason the purge process should be periodically
run in an FC energy system. To operate the purging, the OPV
valve was installed downstream of the FC stack in study
(Fig. 3). The purge occurs during the entire OPV opening time
window. During this time, in addition to impurities, excess
water and inert gas, also a quantity of fuel is discharged and
thus it is not used by the FC electrochemical reactions. The
amount of unreacted fuel varies with the amount of time
between two consecutive purges, for given opening time of
the OPV.
The two main control parameters of the periodic purge
process and of the OPV installed in the FC object of the present
study and investigated also in [16], are (as shown qualitatively
by Fig. 5): i) the time between two consecutive purges, named
here Tfl; and ii) the purge time, Tpu. Tfl is equal to the time
interval in which the OPV is closed and thus water accumu-
lates in the FC anodic side, causing flooding. Tpu is the time
during which the OPV is open and thus impurities, inert gases
and excess water are eliminated out of the FC.
The purge process setting typically consists in program-
ming these two parameters as function of the FC voltage or as
function of time [26]. The first approach called "purge
controlled by the current" is based on the observation that the
current varies when the FC accumulates both impurities and
inert gases and the phenomenon of flooding starts. The
sensors measure the current to detect this deviation and an
electronic device activates the OPV opening.
The second purge programming approach instead is based
on the setting of the OPV characteristic times, independently
on the FC operating conditions in terms of current.
A simplified way to realize the purging process using the
second approach consists in assuming constant values for
both Tpu and Tfl. The values of these two parameters should be
chosen as a tradeoff between the minimization of amount of
discharged H2 and of the voltage loss of the FC, resulting in an
improvement in terms of fuel utilization.
Finally, the purge can be operated when the stack voltage
equals a predetermined threshold value, with the aim to
protect and preserve the longevity and performance of the FC.time
OCV status
open
close
operating time, To
purge time,
Tpuflooding time, Tfl
Fig. 5 e Characteristic time settings of purge process,
according to [9].
Fig. 6 e (a) FC stack voltage variation versus operating time; (b) one period of FC stack voltage variation.
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only of voltage loss. Fig. 6 shows the degradation of the FC
stack voltage during the timewhen the OPV is closed (flooding
time). This interval between two consecutive purges can be
divided into two parts. In the first, the stack voltage is constant
for a given value, which represents the absence of liquidwater
accumulation in the gas diffusion layers, then tension starts
to decay. This effect is caused by the increasing water content
in the FC, which compromises the correct occurrence of
electrochemical reactions. In addition to the decay of the FC
voltage, a fluctuation of H2 pressure within the anode chan-
nels, linked to the dynamic process of purging, occurs. Pres-
sure fluctuations might produce stress, mechanical vibrations
and damages on MEA [16].5. Experimental investigation on the effects
of purge
An investigation on the flooding phenomenon and its effects
on FC performance at different FC power output levels has
been carried out. The aim of this analysis is to optimize the
purging process, to increase FC lifetime (linked with the
flooding occurrence) and to reduce the amount of H2 dis-
charged with water, in order to increase the fuel utilization
factor and FC efficiency.Fig. 7 e FC voltage and H2 mass flow trend vs time, when
PFC [ 500 [W], (Tpu [ 2.5 s and Tfl [ 20 s).Different FC power levels have been investigated, by
analyzing the FC performance depending on the purge time,
in order to find the corresponding optimum purge process
time settings.
Fig. 7 and Fig. 8 show the experimental trend of the FC
voltage (blue line) and the H2 mass flow rate (red line) versus
time, during the time of few consecutive purges (with
constant values of Tpu ¼ 2.5 s and Tfl ¼ 20 s), for two different
FC power values, equal to 500W and 1500W respectively. The
periodic OPV opening occurrence clearly induces a sudden
increase of H2 mass flow, measured at the FC anode inlet
stream, which is not integrally absorbed by the electro-
chemical reactions. Indeed, the shown experimental trend of
voltage undergoes a sudden drop when the OPV opening
occurs. The plots of Figs. 7 and 8 also show the decrease of
voltage due to flooding in the time period Tfl in which the OPV
is closed.
Fig. 9 shows a simplified model of the voltage trend versus
time during a single purge. In particular, in the flooding phase,
when the OPV is closed, the FC voltage decreases and a linear
mean trend versus time can be considered. At the opening of
the OPV, i.e. at the beginning of the purge time, the stack
voltage undergoes a sharp drop; the voltage trend versus time
can be linearized also in this period. This behavior is related to
the occurrence of a pressure drop of the H2 stream within the
stack (approximately decreasing from the value of 1.4 barFig. 8 e FC voltage and H2 mass flow trend vs time, when
PFC [ 1500 [W], (Tpu [ 2.5 s and Tfl [ 20 s).
Fig. 9 e Linearized trend of voltage during a purge period;
the flooding phase (DVfl, in blue), the pressure drop phase
(DVp, in red) and the recovery phase (DVrec in black). (For
interpretation of the references to color in this figure legend,
the reader is referred to the web version of this article.)
Fig. 10 e Original (continuous lines) and optimized (dotted
lines) stack voltage trend during the flooding time and the
purge time, for a constant FC power output value.
Fig. 11 e FC voltage drop vs time adopting current purge
process settings (continuous lines) and new logic (dashed
lines), for different FC power set points.
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the pressure drop phase and the recovery phase, respectively.
Each of all these phases are here modeled with a linear trend,
as shown in Fig. 9.
According to the study reported in [26], the purge process is
optimized when the amount of voltage recovered at the time
of OPV opening equals the voltage drop occurring between
two consecutive purges. The optimization of purge settings
can be described by the following equation:
DVfl þ DVp ¼ DVrec (1)
where, as show in Fig. 9, DVfl is the FC voltage drop during the
flooding; DVp is the sudden FC voltage drop related to the
phenomenon of the OPV opening; DVrec is the voltage recov-
ered after the OPV opening, due to the elimination of the
internally accumulated water.
The above described model has been used to optimize the
purge process depending on the FC power output set point.
Five different operating points have been analyzed, with a FC
power output level equal respectively to: 500 W; 1500 W;
2500 W; 3500 W; 4500 W.
The original OPV control strategy provided by the FC
manufacturer was a simple logic in which the OPV opening
time Tpu and the Tfl time where kept constant independently
on the FC power output. For each investigated FC power level,
the corresponding optimum purge settings have been
analyzed. For each point, the optimized behavior of the FC has
been found extending or reducing the Tfl, i.e. the time during
which the OPV is closed, while the Tpu time has been kept
constant.
A comparison between the original FC stack voltage not
optimized behavior with the optimized one, in the same
period of purge, is carried out.
To obtain the optimized FC voltage behavior, for each of the
five selected power set points, eq. (1) has been applied
considering the quantities DVp and DVrec constant and DVfl
variable. Eq. (1) can be rewritten as:
aTfl þ DVp ¼ DVrec (2)where a is the slope of the straight line modeling the FC
voltage behavior during the flooding; Tfl is the flooding phase
time, i.e. the time between two consecutive purges.
Fig. 10 shows, for a single purge, the comparison between
the actual behavior (continuous lines) of the FC stack voltage,
estimated by linear trends with the above described model,
and the "optimized" behavior (dotted lines), obtained applying
eq. (2). In particular, the blue lines indicate the voltage drop
during the flooding; the red ones indicate the voltage drop due
to the pressure drop at the OPV opening and the black lines
indicate the voltage recovery.6. Analysis of the FC purge programming
logic
The purge process programming logic currently implemented
in the PEM-FC is a function of time.
Table 2 e The flooding time (Tfl) versus FC power, old and
new optimized purge process settings.
FC power PFC [W] Old
purge Tfl [s]
Optimized
purge Tfl
þ [s]
500 20 406.2
1500 20 101.5
2500 20 86.6
3500 20 65
4500 20 20
Fig. 12 e FC efficiency versus FC output power in the
original purge programming logic (continuous line) and in
the optimized one (dotted line).
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the manufacturer and are respectively equal to 20 s and 2.5 s,
both kept constant for each FC power output set point. This
purge process time setting is optimized for the maximum FC
power (4.5 kW), but it is very inefficient for low andmediumFC
power. This is due to considerable unreacted H2 loss during
the opening time of the OPV.
To reduce the amount of unreacted and expelled H2 during
the purge and at the same time safeguarding the FC internal
components, it is necessary to improve the implemented
purge logic, by optimizing the purge process time settings.
The aim of this purge process optimization is to increase
the fuel utilization factor, Uf, defined as the ratio between the
theoretical fuel chemical energy ( _mM), necessary to bring
about the electrochemical reactions, and the introduced fuel
chemical energy ( _mH2 ):
Uf ¼
_mM
_mH2
(3)
The increase of Uf leads also to an increase of the FC effi-
ciency, h which is directly linked to Uf.
To optimize the purge process a new purge time
programming logic has been adopted to investigate the
flooding time effect. In this new logic the values of purge
parameters differ according to the FC power output. In
particular, the Tfl of the five operating points, at different FC
power levels, is studied imposing a maximum permissible FC
voltage drop during flooding, DVmax, and keeping the Tpu value
constant, equal to 2.5 s. The DVmax value has been fixed equal
to the actual FC voltage drop during the flooding phase at FC
maximum power (equal to 0.65 V).
The calculation of the optimum Tfl using the new purge
logic is performed using a linear trendmodel of the FC voltage
drop versus time, as introduced in the previous paragraph.
Thus, according to eq. (2), for each of the five FC power levels,
the optimized Tfl value has been obtained by solving the
simple equation:Table 3 e Mean fuel input power, H2 mass flow rate, FC efficie
FC power setting Old purge logic
PFC [W] PM [W] mH2 [kg/s],10
5 h [e]
500 2273 1.89 0.22
1500 4167 3.47 0.36
2500 6579 5.48 0.38
3500 8975 7.48 0.39
4500 11840 9.87 0.38aTfl þ DVmax ¼ 0 (4)
Fig. 11 shows the FC voltage drop behavior versus time: the
value of a varies with the FC power set point; thus, using the
original purge logic (continuous lines in Fig. 11) with fixed Tfl
the final voltage drop at the end of the flooding time is
completely different depending on the FC set point.
By using the new purge programming logic (dashed lines)
the OPV time setting can be modulated depending on the FC
power set point. For a given FC power output set point, the
optimized Tfl can be read on the x-axis, where the DV value
(along the dotted lines) reduces to zero. The optimal flooding
time value obtained by purge process time setting manage-
ment is shown in Table 2.
Themean values for the input power (PM) with reference to
the fuel LHV, for the H2 mass flow rate (mH2 ) and for the FC
efficiency (h) have been calculated by time-averaging the
instantaneous values over a timewindow s, inwhich the FC set
point was kept constant. This time period s was chosen suffi-
ciently long to include a high number of purges. Table 3 shows
the values of PM, mH2 and h obtained using the original purge
programming logic and the new one (values with the super-
script þ), for each of the five FC power set points, respectively.
FC efficiency versusmean fuel inlet power, shown in Fig. 12,
increases using the optimization of the purge process (dottedncy and energy saving with the new purge logic.
New purge logic DE [e]
PM
þ [W] mþH2 [kg/s],10
5 hþ [e]
2942 2.45 0.29 30.0
4688 3.91 0.40 12.9
7576 6.31 0.42 7.6
9210 7.67 0.40 2.9
11840 9.87 0.38 0.0
Fig. 13 e The fuel utilization factor using original purge
programming logic (Uf) and the new one (Uf
D).
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FCpower, (Fig. 12), where the actual purge logic provided lower
performance. This variation in efficiency, could be explained
considering the improvement in fuel saving achieved by
reducing the purge valve opening frequency. The savings of
fuel input energy introduced into the FC, obtained using the
new purge programming logic, is also shown in Table 3; it has
been evaluated using the following expression:
DE ¼ 1

Eþ
E

(5)
where:
E ¼
Zs
0
mH2$LHV$dt (6)
Eþ ¼
Zs
0
mþH2$LHV$dt (7)
E and Eþ are the mean fuel input energy introduced into the
FC during the time s, evaluated respectively in the old and new
purge logic.
Fig. 13 shows the change of the H2 utilization factor
according to maximum percentage saving, using both the old
purge logic (Uf) and the new one (Uf
þ). Further improvements
in fuel utilization factor (even if its maximum could be in
principle equal to 100%) seemdifficult to achieve bymodifying
further the purge logic at part load conditions (in the range
1500e3500W), as the shownnew obtained values in this range
are close to the value at full load.7. Conclusions
In this paper an investigation on the flooding phenomenon of
a PEM-FC, with effects in terms of performance degradation,
has been performed. In particular, the analysis was focusedon the purge process at the anode side of the PEM and the
purge operation that allows to recover the instantaneous FC
voltage drop has been investigated.
The purge process has been examined in five different FC
power set points. To overcome the inefficiency of the actual
purge programming logic implemented in the PEM-FC at low
and medium FC power output, the optimization of the OPV
valve characteristic times has been carried out. A new purge
programming logic, characterized by variable flooding time
and constant purge time has been tested. Using this new logic
the FC efficiency increases significantly, especially at part-
load, obtaining a saving in terms of input fuel energy.
Finally, it has been shown that the optimized purge process
allows to increase the fuel utilization factor. To further
increase the fuel utilization factor at minimum FC power
output, a change in the anodic side outlet circuit of the FC,
could be realized. In particular, a recirculating circuit of
unreactedH2 (expelled during the purge time) could be created
downstream the OPV. This feature, not investigated in this
study, could be considered in future developments.Nomenclature
Symbols
E fuel input energy with reference to LHV, [kJ]
m hydrogen mass flow rate, [kg/s]
PFC FC power level, [W]
Tfl flooding time, [s]
To operating time, [s]
Tpu purge time, [s]
Uf fuel utilization factor, [-]
Greeks
a slope of the straight line of the FC voltage, [V/s]
h efficiency, [e]
DE fuel chemical energy introduced into the FC, [kJ]
DVfl FC voltage drop during the flooding time, [V]
DVmax maximum allowable FC voltage loss, [V]
DVp FC voltage drop during the purge time, [V]
DVrec FC voltage recovery after the OPV opening, [V]
s time with FC at constant power, [s]
Acronyms and subscripts
AC Alternate Current
CHP Combined Heat and Power
DC Direct Current
DV Directional Valve
FC Fuel Cell
GGH GaseGas Humidifier
H2 Hydrogen
HX Heat exchanger
LHV Low Heating Value
MEA Membrane-Electrode Assembly
OPV Outlet Purge Valve
P Pump
PEM Proton Exchange Membrane
PRV Pressure Reducing Valve
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S measuring Sensors
SCV Safety Control Valve
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